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 ADP-11117 
 Signal adapter module for Discrete Output signals with galvanic isolation 

Description : 
 
The signal adapter module type ADP-11117 allows to adapt a discrete 
output signal coming from the DO Card of a Distributed Control System 
(DCS), or from a Programmable Logic Controller (PLC) to a dry contact or 
a proximity detector. 
 
The ADP-11117 can be connected to a 16ch 24Vdc DI card using a D-Sub 
37 pin female connector (J2). 
Dry contacts or proximity detectors can be connected using a D-Sub 37 pin 
male connector (J1). 
 
The ADP-11117 must be powered by one or two (in case of redundancy) 
external 24Vdc power supply using a removable connector (TB1). 
 

 

 

Technical specifications : 

Dimensions :  24Vdc Power Supply : 

Length : 155 mm 

 

 Possibility of redundancy. 

Width : 122 mm  Range : 20 to 30 Vdc (24Vdc nominal) 

Height : 55 mm  Max consumption : 150mA 

Weight :  Fuse Protection : 

250 g  1A 5x20 for primary and secondary PSU 

Temperature range :  Input current @24Vdc : 

Operating : 0°C to 50°C  2.3mA 

Storage : -15°C to 50°C  Max output current : 

Humidity :  50mA 

Up to 90% (no condensation)  Insulation voltage : 

Mounting :  1500 Vac between input and output 

Asymmetric or symmetric DIN rail   

Connection to the Loads : 

1 x D-Sub 37 pin female connector with UNC 4-40 female lock. 

Connection to the DCS or to the PLC : 

1 x D-Sub 37 pin male connector with UNC 4-40 female lock. 

Connection to the 24Vdc PSU : 

1 x Removable 3 contact connector (TB1). 

Conductor cross section: 24 to 12AWG (0.2 to 2.5mm²) 

Shield connection : 

1 x M3 screw 
 

 

 
 

 

 


